ENGINEERING COPY 0O7/SEPQY

NOTES: UNLESS OTHERWISE SPECIFIED
1. SEE DRAWING NO. CB—-00285 AND PROCEDURE P—1000 FOR
ASSEMBLY AND TEST INSTRUCTION. PROCEDURES AND ASSEMBLY
DRAWINGS ARE FOR INTERNAL USE ONLY.
2. ALL TESTING ARE AW BATTERY COUNCIL INTERNATIONAL STANDARDS.
3. ALL DIMENSIONS ARE IN INCHES [MM].

4. ABBREVIATION USED IN TITLE IS: SEALED LEAD ACID (SLA).
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CAPACITY RATINGS

PART NUMBER PVX—1040HT

NOMINAL WEIGHT 66 LBS [30 KG]

AMPERE HOUR CAPACITY @ 24 HOUR

1.75 VOLTS/CELL @ 77°F (25C) 104 AH

2X 8.25 [209.5mm]
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REFERENCE VIEW

REVISIONS

REV DESCRIPTION DATE APPROVED
A | REMOVED SIDE HOLD—DOWNS |[6/10/03 JBT
B |ADDED 13.12 DIM 9/6/07 JBT
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ITEM
NO.

PARTS LIST
UNLESS OTHERWISE SPECIFIED CONTRACT NO.
DIVENSIONS ARE ININCHES " CONCORDE BATTERY CORPORATION
FOACTIONS  DEOIVALS  ANGLES 2009 SAN BERNARDINO RD, W. COVINA, CA 91790
cvi wx smar | __wwows [ om [ BATTERY, SLA, 12 VOLT,
XXX £ .030 DRAWN S.FRAZIER 1 W/7/02 o
PYX—1040HT
NONE HRF 11/8/02

SIZE CAGE CODE DWG NO. REV

FINISH NONE APPROVED JBT  [11/15/02] (O 83017/ PVX—1040HT | B

SIMILAR TO
NA

NA

ACT WT | CALC WT | ssuep

NA NS

9/7/07 | scale NONE
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The data/information contained herein has been reviewed and approved for general release on the basls that this document contains no export—controlled information.




